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Magnetic Chucks Heavy Duty (Fine Pole Pitch)

As per IS- 4816 - 1987

Series AA-157

M This Permanent magnetic chuck has steel & brass laminated top plate which gives this chuck

better life & clamping power.
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A Name With Magnetic Fame

M The fine pole pitch of 9.9 mm enables securing of small work pieces during grinding operation.

Our design offers maximum holding power, ease of installation and operation.

M Better magnetic grip due to close pole.

Specifications:
Bottom |Magnetic Bottom |Magnetic
Sr. Sizeinmm | pjat Pole Sr. Size in mm Plat Pole
Cat. No. L Cat. No. 2
No. LXWXH | Length| Pitch No. LXWXH | Length | Pitch
L1 in mm L1 in mm
1 | AA-15711(150 X 100 X 70| 180 9.9 8 |AA-15718[400 X 150 X 70| 430 9.9
2 |AA-15712(200 X 100 X 70| 230 9.9 9 |AA-15719/450 X 150 X 70| 480 9.9
3 |AA-15713]|200 X 150 X 70| 230 9.9
10 |AA-15720]1450 X 200 X 70 480 9.9
4 |AA-15714|250 X 150 X 70| 280 9.9
11 |AA-15721|500 X 200 X 70| 530 9.9
5 |AA-15715|300 X 150 X 70| 330 9.9
6 |AA-15716/300 X 200 X 70| 330 9.9 12 |AA-157221600 X 200 X 70 630 9.9
7 |AA-157171350 X 150 X 70| 380 9.9 13 |AA-15723|600 X 300 X 70| 630 9.9




